


PREFACE

Thank you for choosing a motorcycle of the company. Pleasant riding all the time.
The manual contains the necessary instructions and guidance with respect to the operation and maintenance of the motorcycle, and BE

SURE TO READ IT CAREFULLY BEFORE YOU RIDE THE MOTORCYCLE. Proper operation and maintenance can guarantee a safe
riding to minimize troubles of the motorcycle and keep it at an optimal performance, which can extend the engine service life. Your dealer
will provide you with technical inquiry and after-sales service.

The technical data in the manual are the latest, and we reserve absolute right to amend them. The revision will be made without notice.
Please check carefully the product nameplate, VIN record and engine code in the motorcycle, which you have bought, and they are helpful

for you to get the motorcycle a registration plate and for future inquiry.

Important Notice

Operator and passenger
This motorcycle is designed to carry only the operator. Never exceed the maximum weight capacity as specified in the manual.

Maximum load
75kg for the motorcycle and Skg for the rear carrier.

On-road use
This motorcycle is designed to be ridden on roads of different conditions.

READ THIS OWNER’S MANUAL CAREFULLY
Pay special attention to statements preceded by the following words:

MAWARNING
Indicates a strong possibility of severe personal injury or death if instructions are not followed.

CAUTION
Indicates a possibility of personal injury or equipment damage if instructions are not followed.

NOTE: Gives helpful information.
This manual should be considered as a permanent part of the motorcycle and should remain with the motorcycle when resold.
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MOTORCYCLE SAFE RIDING

AWARNING
Motorcycle riding requires special efforts on your part to ensure your safety. Know these requirements below before you ride.

SAFE RIDING RULES

1. Always make a pre-ride inspection before you start the engine. You may prevent accident or equipment damage.
2.Many accidents involve inexperienced riders. Most countries require a special motorcycle riding test or license. Make sure you are

qualified before you ride. NEVER lend your motorcycle to an inexperienced rider.
3.Many automobile/motorcycle accidents happen because the automobile driver does not "see" the motorcyclist.
Make yourself conspicuous to help avoid the accident that wasn't your fault:
® Wear bright or reflective clothing.
® Don't ride in another motorist's "blind spot”.
4.0bey all national and local laws and regulations.
Excessive speed is a factor in many accidents. Obey the speed limits, and NEVER travel faster than conditions warrant.

Signal before you make a turn or lane change to draw other motorists' attention..
5.Don't let other motorists surprise you.
Use extra caution at intersections, parking lot entrances and exits, and always remember to ride with both hands and keep both teet on the

footrests.

PROTECTIVE CLOTHS

| Most motorcycle accident fatalities are due to head injuries. ALWAY'S wear a helmet. You should also wear a face shield and protective
clothing.
2.The exhaust system becomes hot during operation, and it remains hot for a while after stopping the engine. Be careful not to touch the

exhaust system while it is hot. Wear clothing that fully covers your legs.
3. Do not wear loose clothing that could catch on the control levers, kick-starter, footrests or wheels.

REFITTING
AWARNING

Refitting of the motorcycle, or removal of original parts, may make the vehicle unsafe or illegal. Obey all national and local
equipment regulations.
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LOADING AND ACCESSORIES

MAWARNING

To prevent an accident, take extreme care when adding accessories and cargo and riding with them. Addition of accessories and
cargo may reduce a motorcycle’s stability, performance and safe operating speed. Remember these performances may be reduced
by installation of the accessories not produced by the company, improper loading, worn tyre and overall motorcycle conditions,
poor road or weather conditions. These general guidelines may help you decide whether or how to equip your motorcycle, and how
to load it safely.

Loading

[.Keep cargo and accessory weight low and close to the center of the motorcycle. Load weight equally on both sides to minimize imbalance.
As weight is located further from the motorcycle’s center of gravity, handling is proportionally affected.

2.Adjust tyre pressure to suit load weight and riding conditions.

3.Vehicle handling and stability can be adversely affected by loose cargo. Recheck cargo security and accessory mounts frequently.

- 4.Do not attach large or heavy items (such as a sleeping bag or tent) to the handlebars, fork, or fender. Unstable handling or slow steering
response may produce.

5.The max. load weight of the motorcycle is 75kg. Do not overload.

Accessories

Genuine accessories of the company have been specifically designed and tested on the motorcycle. Because the factory cannot test all other

accessories, you are personally responsible for proper selection, installation, and use of accessories not produced by the company. Always

follow the guidelines under Loading, and these below:

I.Carefully inspect the accessory to make sure that it does not obscure any lights, reduce ground clearance and banking angel, or limit
suspension travel, steering travel or control operation.

2.Large fork-mounted fairings or windshields, or poorly designed or improperly mounted fairings can produce aerodynamic forces that
cause unstable handling. Do not install fairings that decrease cooling air flowing to the engine.

3.Accessories may increase the time that hands or feet operate controls, resulting in increased reaction time in an emergency.
4.Do not add electrical equipment that will exceed the motorcycle’s electrical system capacity.

5.This motorcycle was not designed to pull a sidecar or trailer. Handling may be seriously impairécl if so equipped.
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PARTS LOCATION(Figs.1-1,2-1,3-1) ® _ |

(1) Left handlebar controls
(2) Rear-view mirror

§} [nstrument

(@) Right handlebar controls
(5) Front turn signal lamp
(6) Fuel tank cap

(7 Headlight

(8) Neutral indicator

(9) Fuel tank

(10) Seat cushion

(1) Rear carrier

(12) Taillight

(13) Rear wheel

(14) Footrest

DESCRIPTION TREF Ll

(15) Gearshift pedal = N

16) Air cleaner
Carburetor
8 8) Fuel cock

(19) Front wheel _
20 Rear fender Fig.2-1
Real shock absorber
2 Exhaust muffler
23 Front fork

Front fender
25 Engine
20) Rear brake pedal

@) Kick-starter |
@8 Rear frame cover(50QGY- 2/70GY-2) ® @® @ (9 (B &

2 28




DESCRIPTION \

PARTS LOCATION(Figs.1-2,2-2,3-2)

(1) Left handlebar controls fosse
@) Rear-view mirror (15 Gearshift pedal
(3) Instrument
ﬁ?‘l?light handl_{:bar controls 3 Fuel cock
(5) Front turn signal lamp
(6) Fuel tank cap

(7) Headlight

g Rear fender
: Rear shock absorber
VT A bt i O
'}‘i} Neutral indicator @) Exhaust muffler
9) Fuel tank 23 Front fork
J0) Seat cushion 53 Front fotider
Rear carrier Efoine
12) Taillieht S
& 2600 Rear brake pedal

(13 Rear wheel Ki |
ick-starter
(14) Footrest @ :



VIN RECORD (Fig.4,5,6)

Please fill the VIN and engine code of your motorcycle in the blank
below. They will help order spare parts and find out the vehicle once
stolen.

e ! i
VIN: iy | 14
Engine code: ¢ ] 5%

i o

Fig. 4 VIN

NOTE:
(D The VIN is stamped on the right of the steering stem pipe (Fig.4).
[2) The engine code is stamped on the bottom-left of the crankcase (Fig.5).

Fig. 5 Engine code

Fig. 6 Nameplate

3) The vehicle nameplate is fixed on the left of the steering stem pipe (Fig.

6).
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INSTRUMENTS AND
INDICATORS (Fig.7)

(1) Speedometer
(2) Neutral indicator
@ Odometer
Fig.7 ™ .
Ref. | pescription Function
No.
1 | Speedometer Shows riding speed.
2) | Neutral indicator | Lights when the transmission is in neutral.
@ | Odometer Shows accumulated mileage.
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IGNITION SWITCH (Fig.8)

“5"(OFF)and “(")” (ON) on the switch indicate:
(OFF): Engine and lights cannot be operated

and the key can be removed.

() (ON): Engine and lights can be operated and

the key cannot be removed

[gnition switch
Fig.8

STEERING LOCK (Fig.9)

To lock the vehicle head, turn left the steering bar
until the lock core aims at its locating hole behind
the lock support, and then insert the key into the
lockhole and turn clockwise by 180" .

To unlock the vehicle head, do as the reverse order
of locking up.

Slécring lock
Fig.9

RIGHT HANDLEBAR CONTROLS (Fig.10)

Lights Switch

The headlight switch has three position: “37", “P<” and OFF marked by a
dot“e .

{:} : The headlight, taillight and instrument lights are bright.

PE : The taillight, position light and instrument lights are bright.

@ : The headlight, taillight. position light and instrument lights are off.
Starter Button

Depress the button (¥) to start up the engine.

= @
Fig.10 S “{_
(1) Lights switch 2 \ ®
(2) Starter button

Electric/Kick start

Non-electric start



LEFT HANDLEBAR CONTROLS (FIG.11)
Fig.11

- (1) Headlight dimmer switch
2)

- *H'-.._‘ = 2 i
} q (2) Turn signal switch
@

3 Horn button
@) Choke lever

(1) Headlight dimmer switch (2) Turn signal switch (3) Horn button @) Choke

lever

Headlight Dimmer Switch

Push the dimmer switch to () (HI) fo select high beam orto () to select

low beam.

Turn Signal Switch

Move the switch t0 === (L) to signal a left turn (left turn signal lamps are

light)and to ===p (R) to signal a right turn (right turn signal lamps are light).

Press the button to turn signal off.

Horn Button

Press the button peg—s= to sound the horn.
Choke Lever

Push left the choke lever to the bottom to close the choke while push right
to open the choke.

FUEL AND FUEL TANK (Figs. 12-1, 12-2)

Fuel Selection
Fuel is a key factor in deciding the exhaust emissions amount from the

D @ ORORE)

(U Fuel tank
(2) Fuel tank cap
@) Overflow pipe

- __...-:
Fig.12-1 50QGY

Fig.12-2 50QGY-2

engine, so selection of fuel must follow the rules below.

Selected fuel must be unleaded or low-leaded gasoline, and the octane num-

ber of it 1s RQ-90# or higher.

Fuel Tank

S0QGY (Fig.12-1)

The fuel tank capacity including the reserve supply of 1.2L is 4.5L.

To open the fuel filler cap, insert the key and turn it counterclockwise by

180" and then turn the fuel filler cap clockwise by 90° .

To close the fuel filler cap, depress the fuel filler cap down into the fuel

filler and turn it clockwise to the bottom, and then turn clockwise the key

till 1t can be removed.

S50QGY-2 (Fig.12-2)

The fuel tank capacity including the reserve supply of 1.2L is 4.5L.

There 1s an overflow pipe inserting the fuel tank cap. To close the fuel tank

cap, turn 1t clockwise while turn counterclockwise to open it.

AWARNING

® Gasoline is extremely flammable and is explosive under certain
conditions. Refuel in a well-ventilated area with the engine stopped.
Do not smoke or allow flames or sparks in the area where gasoline is
stored or where the fuel tank is refueled.

®Before refueling, make sure to filter fuel first.

® Do not overfill the tank (there should be no fuel in the filler neck).
After refueling, make sure the fuel filler cap is closed securely.

®Be careful not to spill fuel when refueling. Spilled fuel or fuel vapor
may ignite. If any fuel is spilled, make sure the area is dry before
starting the engine.

®Avoid repeated or prolonged contact with skin or breathing of vapor.
KEEP OUT OF REACH OF CHILDREN.

FUEL COCK (FIG.13)
The three-way fuel cock is on the left side near thi carburetor.
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